


1) Check the battery charge 
status by turning on the 
unit. The green light will 
blink then be a steady 
“green” when ready; 

2) Use the supplied (or any) 
paperclip to ensure that 
the manifold holes are 
unobstructed.   

1) Line up the applicator 
head to the unit 

mounting brackets. 

2) Connect first the right, 
then left, spring-loaded 

retainer pins. 

3) Close the fluid flow 
connection with the quick

-connect fitting. 

Insert the fixed pin from the applicator head into 
the hole at the bottom end of the lift arm. Be sure 
that the two hooks are facing down so as to have 
each in position for holding the head in various 
operational positions.  

1) Insert the pick-up tube, 
with the screen at the 
end, into your factory 5 
gal pail or Bag-in-Box. 
Make sure the screen is 
clear of film or debris 
from previous use. 

 



1) Place the folded 
applicator pad and 
place it in the pail.  

2) Saturate the pad 
thoroughly and 

wring out lightly. 

3) Unfold and place 
the pad in place for 

mounting.  

1) Applicator Pad is securely mounted on the applicator 
head and the raise-lower bar is functioning as de-
sired.  

2) Once the saturated pad is in place, use the  manual 
position to prime the system. 

3) Fluid delivery line is filled with finish all the 
way down to the applicator head.  

4) Unit is in “ON” position, the diagnostics 
(blinking) light has completed its cycle and 
is now solid green.  

Setting the Flow Rate Dial is a matter of first exper-
imenting with the viscosity of the product in use, 
and then remembering the setting that is best for 
that product. Starting between 2 & 3 is best, then 
adjusting up or down after the first 20’.  

Don’t worry about your walking speed, for your 
Ultra-Trak will adjust automatically to your pace.  

1) Edges and tight areas should be 
coated with the Micro-Trak.  

2) Make each pass overlap the one 
previous by about 3”.  

3) Make “K-Turns” at the end of 
each pass to ensure full coat 
coverage.  

4) Always turn OFF the unit power 
10-15’ before ending an area.  



Each new Ultra-Trak comes with TWO wonderful 
accessories for the temporary and periodic cleaning 
of your new unit: a vinyl storage bag, and a flushing 
tray.  The storage bag can be used to cover the appli-

cator head to keep your finish fresh 
for up to 2 hours. 
It may also be used to remove and 
transport a damp applicator pad to a 
more suitable place for cleaning. The 
flushing tray will be covered in Step 
10.  

1) Replace your pail of coating product, with the 
[supplied] pail, half-full of clear, cool water.  

2) Run the “Manual” priming pump for 10 full 
seconds, allowing the water to flush out the 
line, and deposit the finish 
and cleaning water in the 
flushing tray.  

3) Empty the tray into the pail 
into the pail of rinse water, 
and dispose.  
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1) Always check the battery a day ahead of use, to ensure that it is 
fully charged. This is done by turning the power to “ON”. 

2) Prior to each new use, check and clear the manifold holes to en-
sure free flow of coating solution.  

3) The On/Off switch can be employed during use to temporarily 
suspend the flow of coating solution during turning.  Turn it off 
5-10’ ahead of turn, then on again after turn completion.  

4) If streaking occurs during operation, stop and check the screen 
at the end of the pick-up tube for clogging.  

5) Proper clean-up requires only 1-2 minutes; but neglecting this 
routine can add tremendous frustration and cause premature 
wear on parts.  


